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Jump Start® Starting Fluid with Lubricity, 311 Grams
No. 75671 | Item# 1006399 | Case# 1006398

Product Description JUMP START Starting Fluid assures fast, economical starts
in cold or humid conditions. Also contains an upper
cylinder lubricant to minimize wear during cold starts.

Applications For use in both gasoline & diesel engines. Spray in air
intake or air cleaner while engine is off.

Unit Package Description 16 Ounce (473 ml) Aerosol

Generic Description 1 Starting Fluid (Standard Strength)

Brand CRC

Net Fill 311 Grams

UPC Code 078254756714

Unit Dimensions 20.32H x 6.68W x 6.68D cm

Units Per Case 12

Case Dimensions 20.57H x 21.08W x 28.18D cm

Cases Per Pallet 152

Case Weight 4.99 kg

I 2 of 5 Code 30078254756715

Appearance Clear Liquid

Flash point (F) <20°F

Flash point (C) <-7°C

Flammability Class - CPSC Extremely Flammable

Spec Gravity Concentrate 0.7

Plastic Safe Yes

Aerosol Flammability Level III

DOT Proper Shipping Name Aerosols, Flammable, Limited Quantity

Restricted from Sale In: Not for sale in United States.

Treatment Ratio Pre-existing Condition: Not Applicable,Preventative
Maintenance: Not Applicable


