
APRIL ROCK DRILL OIL is a premium quality extreme pressure lubricant made 
with pure virgin base oil and APRIL NANO 1™ lubricant technology for unsur-
passed protection and performance. Recommeded for pneumatic percussion 
equipment such as jackhammers, riveters, pavement breakers and tampers. 
Available in six ISO viscosity grades.

ROCK DRILL OIL

PROPERTY METHOD VALUE

color visual amber amber amber amber amber amber
46 68 100 150 220 320

density @ 15 °C (kg/l) ASTM D4052 0.8618 0.8711 0.8821 0.8859 0.8891 0.8951
kinematic viscosity @ 40 °C (cSt) ASTM D445 46.25 68.21 99.70 153.99 221.18 320.75
kinematic viscosity @ 100 °C (cSt) ASTM D445 7.50 9.20 12.12 15.83 20.50 26.35
viscosity index ASTM D2270 128 112 113 106 108 108
flash point (°C) ASTM D92 223 230 234 245 282 292
pour point (°C) ASTM D97 -42 -36 -30 -24 -21 -18
four ball EP weld point (kg) ASTM D2783 200 200 200 250 250 250
Timken OK load (lbs) ASTM D2782 70 70 70 70 70 70

GRADE FORMAT LITRES CODE

pail 18.9 L 18.9-ROC46-SF
pail 18.9 L 18.9-ROC68-SF
tote 1,000 L 900-ROC68-SF

ISO 46
ISO 68

pail 18.9 L 18.9-ROC100-SFISO 100
pail 18.9 L 18.9-ROC150-SFISO 150
pail 18.9 L 18.9-ROC220-SFISO 220
pail 18.9 L 18.9-ROC320-SFISO 320
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