
Pr
od

uc
t D

at
a 

Sh
ee

t
N

O
T

E
: T

he
 in

fo
rm

at
io

n 
in

 th
is

 p
ub

lic
at

io
n 

is
 th

e 
re

su
lt 

of
 c

ar
ef

ul
 te

st
in

g 
in

 o
ur

 la
bo

ra
to

rie
s, 

co
m

pl
em

en
te

d 
by

 s
el

ec
te

d 
lit

er
at

ur
e.

 It
 d

oe
s 

no
t i

n 
an

y 
w

ay
 c

on
st

itu
te

 a
 g

ua
ra

nt
ee

, n
or

 d
oe

s 
it 

se
rv

e 
as

 a
 li

ce
ns

e 
to

 o
pe

ra
te

 a
ny

 p
at

en
t. 

D
ue

 to
 w

id
el

y 
va

ry
in

g 
co

nd
iti

on
s 

of
 p

ro
du

ct
 u

se
, w

hi
ch

 a
re

 b
ey

on
d 

ou
r c

on
tro

l, 
it 

is
 s

tro
ng

ly
 re

co
m

m
en

de
d 

th
at

 th
e 

pr
od

uc
t b

e 
te

st
ed

 fo
r s

ui
ta

bi
lit

y.
 

SYNTHETIC AIR COMPRESSOR

AU-46 Silicone Based Fluid

AU-46 is a silicone-based fluid designed for use in rotary screw 
compressors. AU-46  does not break down under normal 
operating temperatures and pressures thereby eliminating 
carbon deposits, sludge and varnish formations. The system 
stays clean of lubricant by-products resulting in lower 
maintenance costs.  The high viscosity index insures a minimum 
change in viscosity over the compressor's temperature range.  
AU-46 has excellent water separation, corrosion protection and 
lubricity characteristics.

Physical Properties

PRODUCT AU-46
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 Clear, water-white fluid

Viscosity Index 

Specific Gravity 

Density lbs/gal 

Flash Point, °F (°C) 

Fire Point, °F (°C) 

Pour Point, °F (°C) 
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Shelf Life: Product shelf life is 3 years from the date of manufacture, 
after which the product should be re-certified prior to use.

Viscosity 
    @ 40°C, cSt   
    @ 100°C, cSt 




